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Description:

P-595 Rust Preventive is an excellent heavy duty rust preventive designed for long term all weather 

protection of ferrous and non-ferrous metals.

P-595 Rust Preventive protects equipment from corrosive elements; metal and metal parts or finish 

goods in storage, machinery and equipment during shipment, internal structures of cars, vehicles, 

steel structures etc.

BENEFITS
□     Light degree of rust inhibition.
□     Dries to a tough non-sticky film that acts as barrier to the elements.
□     Prevents removal by handling or accidental abrasion.
□     Flexible - with stands impact and bending without cracking.
□     Long lasting protection. Around 14 days under sun and rain.
□     Excellent penetration qualities - surfaces need not be washed if dirty is less than 2mm thick.
□     Easily removed using common petroleum solvent or alkaline cleaner or degreaser.

APPLICATION

It can be applied by spraying, brushing or dipping. But normally is dipping.

SPECIFICATION

Apprarance : Clear liquid like solvent

Colour : Light brown

Flash point : Above 70 C

Stability : 2 years

PH Value : 7

Solubility : Hydrocarbon

CHEMICAL PROPERTIES

Oxides Petroleum Jelly, Para win Wax, Micro Crystal Wax, Hydrocarbon, Mineral Oil Base Oil and
suspending agents in a synergistic blend of aqueous solution.

PRECAUTION

Suitable fire precautions should be taken as this product contains volatile petroleum solvents.

Note

All recommendations for use of our products, whether given by us in writing, orally, or to be implied

from the results of tests carried out by us, are based on the current state of our  knowledge at the

time such recommendations are made. As additional information is learned, these recommendations

may be updated. They may also be impacted by circumstances outside our control. Notwithstanding

any such recommendations, the user shall remain responsible for satisfying himself that the product 

as supplied by us are suitable or his intended process or purpose. Since we cannot control the 

application, use or processing of the products, we cannot responsibility therefore. The user shall

ensure that the intended use of the products will not infringe any third party's intellectual property 

rights.
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